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FEATURES AND BENEFITS

DESIGN FLEXIBILITY

The Johnson Controls vertical floor mounted fan coil 
units are designed to maximize flexibility of selection 
and installation.

The units are also designed to exceed the stringent 
quality standards of the institutional market, while 
remaining cost competitive in the light commercial seg- 
ment of the market.

Johnson Controls vertical fan coil units set the new 
standards for quality, flexibility, and competitive pricing.

DESIGN FLEXIBILITY

The extensive variety of standard options available on 
vertical floor fan coil units are where you find the ver- 
satility to fit any HVAC system designer’s needs. Models 
FWX and FWI allow for additional height and width 
dimensions to meet architectural demand.

Options include: single wall stainless steel drain pan; 
MERV 7, MERV 8 and MERV 13 filters; and electric 
heat with single point power connection. All electric heat 
units are listed with ETL as an assembly and carry the 
cETL label.

All units comply with the latest edition of AHRI Standard
440 for testing and rating fan coil units, are certified,
and display the AHRI symbol.

High efficiency motors, fan relays, disconnects and 
fusing mean easier coordination between mechanical 
and electrical trades.

Coil options allow for three or four row chilled water or 
DX cooling coils, and one or two row hot water or steam 
heating coils.

Silent solid state relays are available for fan and electric
heat control in sound sensitive environments.

CONVENIENT INSTALLATION

All vertical floor fan coils are shipped completely 
assembled, reducing field installation time and labor. 
All units are thoroughly inspected and tested prior to 
shipment, eliminating potential problems at startup. 
Motor wiring is brought to a junction box on the inside 
of the unit end pocket, reducing electrical hook-up time.

Factory furnished valve packages assure proper fit, 
operation and performance.

For fast track jobs, the vertical floor fan coil is available
on Quick Ship with 5, 10 or 15 day lead times.

OPTIMUM BUILDING PERFORMANCE

Concealed vertical floor fan coil chassis are built from 
galvanized steel. This metal surpasses the ASTM 125 
hour salt spray test for corrosion and rust. Exposed 
cabinet models are powder coated galvannealed steel.

All units, with or without electric heat, are cETL listed 
and labeled. All wiring is in compliance with NEC, assur-
ing safety and quality for the owner.

Floor mounted cabinet models feature finned tubular 
heating elements in the reheat position, protecting room 
occupants from electrical shock.

Vertical floor fan coil units have a removable fan/drain 
pan assembly. The entire fan assembly can be easily 
removed from the unit and serviced on a workbench.

Filters are easily replaceable from the return air toe 
space without the need for tools or removal of the front 
panel (FW only).
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CONSTRUCTION FEATURES

Optional
electronically
commutated
(brushless DC)
motor.
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MODELS FWF/FWP/FWX

END POCKETS
The 8" end pockets allow for accessibility and service 
of optional factory piping packages and controls. End 
panels are removable to allow for even greater 
access.

FAN DECK
The fan/drain pan assembly is easily removable for 
service access to motors and blowers at, or away from, 
the unit.

DRAIN PAN
The sloped insulated primary drain pan is available in 
stainless steel construction. Standard drain pan is 
externally insulated, single wall galvanized steel. The 
FW Series fan/drain pan assembly is easily removable 
for cleaning.

COILS
All fan coils are available in 2 or 4 pipe configurations. 
The heating coil is standard in the reheat position. 
Heating and cooling coils are available with the same 
or opposite end connections. Access for cleaning on 
the entering air side is available when the drain pan is 
removed. Coils are removable for service.

FILTER
The filter is easily replaceable through the return air toe 
space without requiring removal of the front panel.

POWDER COATED PAINTED SURFACE
Exposed cabinet Models FWX and FWI, as well as 
supply and return air grilles 
and the FWC wall recessing 
panel, feature a powder coat 
finish that resists scuffing,
scratching, fading, and finger-
prints.
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CONSTRUCTION FEATURES
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CONSTRUCTION FEATURES
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STANDARD AND OPTIONAL FEATURES

STANDARD FEATURES
Construction
All Units
•  AHRI 440 certified and labeled
•  Galvanized steel construction
•  Insulation, FW: elastomeric closed cell foam
•  Insulation, FL: 1/2" thick fiberglass insulation
•  Integral filter rack with 1" throwaway filter

Concealed Units
•  Top supply with duct collar

Exposed Units
•  Top stamped louver supply grille
•  Durable powder coat paint
•  End pockets with removable panels
•  20 gauge exterior panel construction
•  Flat top
•  Sloped top (FW only)

Coils
•  Cooling - 3 or 4 row chilled water or DX, heat pumpcom- 

patible
•  Heating - 1 or 2 row hot water or steam – reheat position
•  1/2" O.D. seamless copper tubes
•  0.016" tube wall thickness
•  High efficiency aluminum fin surface for optimizing heat- 

transfer, pressure drop and carryover
•  Left or right hand, same or [opposite - FW only] end con- 

nections
•  Removable for service
•  Manual air vents

Drain Pans
•  Single wall, galvanized steel, externally insulated – fire 

retardant and antimicrobial
•  Positively sloped to drain connection
•  3/4" M.P.T. auxiliary drain pan connection
•  Double wall plastic auxiliary drip pan

Fan Assemblies
•  Forward curved, DWDI centrifugal type
•  115 volt, single phase, three speed PSC motors
•  Quick disconnect motor connections
•  Removable for service

Electrical
•  cETL listed for safety compliance
•  Electrical junction box for field wiring terminations
•  Terminal block for field connections

Electric Heat
•   Finned tubular element on all floor mounted units pro- 

tects against electrical shock
•   ETL listed as an assembly for safety compliance
•   Integral electric heat assembly with removable elements 

for easy service
•   Automatic reset primary and back-up secondary  thermal 

limits
•   Single point power connection

OPTIONAL FEATURES
Construction
All Units
•  Foil faced fiberglass insulation (FL)
•  Elastomeric closed cell foam insulation (FL)
•  Manual and motorized outside air dampers
•  Spare 1" throwaway filters
•  1" pleated filters (MERV 7)
•  Wall boxes (FW only)
•  Leveling legs

Concealed Units
•  Wall recessing panels (FW only)

Exposed Units
•  Linear bar discharge grille, powder coated
•  16 gauge front panel (FW only)
•  Return air louver grille
•  2" - 8" falsebacks (FW only)
•  Extended end pockets (FW only)
•  Tamper proof fasteners

Coils
• Automatic air vents
•  Stainless steel coil casings
•  0.025" tube wall (standard on steam)

Drain Pans
•  Stainless steel construction with external insulation
•  Double wall plastic auxiliary drain pan -- extended 

length(FW only)
•  Stainless steel auxiliary drain pan -- extended length (FW 

only)

Fan Assemblies
•  208-230 & 277 volt, 60 Hz and 220 volt, 50 Hz motors

Electrical
•   SCR fan speed controller [high speed only]
• Electronically Commutated Motors
•  Fan relay packages
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•   Silent solid state fan relays (FW only)
•  Toggle disconnect switch
•   Condensate overflow switch (auxiliary drain pan)
•   Main fusing
•   Unit and remote mounted three speed fan switches
• Unit and remote mounted 3-speed fan switches 

(unit mounted three speed switch is located under 
access door on exposed and slope top vertical floor 
mount unit's. Unit mounted three-speed switch is 
located within control enclosure on vertical low pro-
file units)

Electric Heat
•  Door interlocking disconnect switches
•  Main fusing
•  Silent relay/contactors (FW only)

Piping Packages
•  Factory assembled – shipped loose for field installation
•  1/2" and 3/4", 2-way and 3-way normally closed, two 

position electric motorized valves
•  Isolation ball valves with memory stop
•  4 pipe with 3-way valve (FW only)
•  Fixed and adjustable flow control devices
•  Unions and P/T ports
•  Modulating control valves
•  High pressure close-off actuators (1/2" = 50 PSIG; 3/4" = 

25 PSIG)

Thermostats
•   Analog, digital display, or programmable
•   Unit and remote mounted, with integral three speed fan 

switch
•  2 and 4-pipe control sequences
•  Automatic and manual changeover
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COILS DATA: FW SERIES



12 Johnson Controls

FORM 115.26-EG9 (514) FW & FL Fan-Coil Units Floor-Mounted, Vertical

COIL DATA: FL SERIES
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PHYSICAL DATA: FW SERIES

MODEL / 
SIZE

COIL AIRFLOW
CFM

(dry flow)

COOLING CAPACITY WATER POWER
INPUT

(WATTS)Rows FPI QT
(BTUH)

QS
(BTUH)

Flow Rate
(GPM)

WPD
ft-wg

02 3 10 230 5600 3700 1.5 6.5 45

03 3 10 320 6900 5000 1.8 9 60

04 3 10 450 12300 8700 3 3.91 70

06 3 10 570 16900 11700 4.4 8.11 80

08 3 10 630 18600 12900 4.8 10.07 114

10 3 10 835 24700 17100 6.3 7.01 132

12 3 10 980 28000 19100 7.4 10.56 142

FW AHRI STANDARD RATINGS

FW UNIT WEIGHT DATA
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PHYSICAL DATA: FL SERIES
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ELECTRIC HEAT
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FAN PERFORMANCE: FW SERIES
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FAN PERFORMANCE: FW SERIES
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FAN PERFORMANCE: FW SERIES
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FAN PERFORMANCE: FW SERIES
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FAN PERFORMANCE: FL SERIES
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FAN PERFORMANCE: FL SERIES
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MOTOR AND FAN DATA
FW PSC MOTOR AND FAN DATA

VERTICAL CONCEALED

UNIT 
SIZE

FAN 
SPEED

MOTOR 
H.P. 

(QTY.)

# OF 
FANS WATTS

115 VOLTS 208-230 VOLTS 277 VOLTS

FLA 3-PHASE 
NEUTRAL FLA 3-PHASE 

NEUTRAL FLA 3-PHASE 
NEUTRAL

02 High (1) 1/25 1 34 0.7 1.0 0.5 0.8 0.5 0.8

03 High (1) 1/25 1 48 1.0 1.5 0.8 1.2 0.7 1.0

04 High (1) 1/25 2 55 1.2 1.7 0.9 1.3 0.9 1.3

06 High (1) 1/25 2 63 1.4 2.0 1.1 1.6 1.1 1.6

08 High (1) 1/25 2 83 1.7 2.5 1.3 1.9 1.2 1.7

10 High (2) 1/25 4 106 2.2 3.2 1.6 2.4 1.6 2.4

12 High (2) 1/25 4 120 3.0 4.4 2.4 3.4 2.2 3.2

VERTICAL EXPOSED / SLOPED TOP

UNIT 
SIZE

FAN 
SPEED

MOTOR 
H.P. 

(QTY.)

# OF 
FANS WATTS

115 VOLTS 208-230 VOLTS 277 VOLTS

FLA 3-Phase 
Neutral FLA 3-Phase 

Neutral FLA 3-Phase 
Neutral

02 High (1) 1/25 1 38 0.7 1.0 0.5 0.8 0.5 0.8

03 High (1) 1/25 1 48 1.0 1.5 0.7 1.0 0.7 1.0

04 High (1) 1/25 2 53 1.1 1.6 0.9 1.3 0.9 1.3

06 High (1) 1/25 2 66 1.4 2.0 1.1 1.6 1.0 1.5

08 High (1) 1/25 2 93 1.8 2.6 1.3 1.9 1.3 1.9

10 High (2) 1/25 4 115 2.8 4.0 2.2 3.2 2.2 3.2

12 High (2) 1/25 4 120 3.0 4.4 2.2 3.2 2.2 3.2
          
NOTES:          
1. Exposed, 3-row coil, no EH, no toe kick, standard throw away panel filter       
2. Watts as shown are for .05" ESP, 3 row coil, 115/1/60, 12 FPI, and throwaway filters      
3. Motor HP as noted is a nominal rating          
4  Data as supplied is for reference only   For project specific operational points see seletion tool report out

FW ECM MOTOR AND FAN DATA

2
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MOTOR AND FAN DATA
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SOUND DATA
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DIMENSIONAL DATA: FW SERIES
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DIMENSIONAL DATA: FW SERIES
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DIMENSIONAL DATA: FW SERIES
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DIMENSIONAL DATA: FW SERIES
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11 1/4"
285

6 7/8"
175 6 3/8"

161

6"
153

5 1/8"
132

7/8"
21

FILTER

3/4" M P.T. AUXILIARY DRA N PAN CONNECTION
(ALL VL SER ES UNITS)

DIMENSIONUNIT
SIZE

    02 23"   [584] 22"   [559] 17"   [432] 
    03 28"   [711] 27"   [686] 22"   [559] 
    04 36"   [914] 35"   [889] 30"   [762] 
    06 50"  [1270] 49"  [1245] 44"  [1118] 

A B C

C

A

B

2 5/8"
68

4 1/4"
109

10"

STD. HT.

12"
[305]

EXT. HT.

254

7 3/4"

PRIMARY
DRAIN

197

FILTER
CONTROL
ENCLOSURE

14 1/4"

STD. HT.

16 1/4"
[413]

EXT. HT.

363

11 1/4"
285

1 1/4"
32

3/4"

PRIMARY
DRAIN

19

1 1/4"
32

RETURN
A R

SUPPLY
A R

 

B

12 1/8"
308

SUPPLY AIR LOUVER 
BANK ON CENTER

DIMENSIONUNIT
SIZE

    02 41"      [1041] 19 1/2"   [495] 
    03 46"      [1168] 23 1/2"   [597] 
    04 54"     [1372] 31 1/2"   [800] 
    06 68"     [1727] 43 1/2"  [1105] 

A B

A

B

1/4 TURN PANEL 
FASTENER

REMOVABLE FRONT SERVICE PANEL

RETURN AIR LOUVER 
BANKS ON CENTER

 

11 1/4"
286

14 1/2"

STD. HT.

16 1/2"
[419]

EXT. HT.

367

SUPPLY
AIR

 

RETURN
AIR



36 Johnson Controls

FORM 115.26-EG9 (514) FW & FL Fan-Coil Units Floor-Mounted, Vertical

PIPING PACKAGE

cept the FS fan coil unit
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PIPING PACKAGE



Johnson Controls 39

FW & FL Fan-Coil Units Floor-Mounted, Vertical FORM 115.26-EG9 (514)



40 Johnson Controls

FORM 115.26-EG9 (514) FW & FL Fan-Coil Units Floor-Mounted, Vertical

PIPING PACKAGE
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A fitting used to provide a mechanical connection between
the coil and valve package that can be connected, discon-
nected, and re-connected with the need to cut tubing or
unsolder a joint. Unions are installed at the coil on FH, FW
and coil units. Unions are not available on FS fan coil units.

PIPING PACKAGE
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GUIDE SPECIFICATIONS FW AND FL SERIES

GENERAL
Furnish and install Johnson Controls Vertical Floor 
Direct Drive Fan Coil Units where indicated on the plans 
and in the specifications. All units shall be capable of 
meet- ing or exceeding the scheduled capacities for 
cooling, heating and air delivery. Units shall be ETL 
listed in compliance with UL/ANSI Standard 1995, and 
be certi- fied as complying with AHRI Standard 440-
2008.

CONSTRUCTION
All unit chassis shall be fabricated of heavy gauge gal- 
vanized steel panels able to meet 125 hour salt spray 
test per ASTM B-117. All unit chassis panels shall be 
insulated with Elastomeric Closed Cell Foam Insulation. 
Insulation shall conform to UL 181 for erosion and NFPA
90A for fire, smoke and melting, and comply with a 
25/50
Flame Spread and Smoke Developed Index per ASTM 
E-84 or UL 723.  Additionally, insulation shall comply 
with Antimicrobial Performance Rating of 0, no observed 
growth, per ASTM G-21.   Polyethylene or Fiberglass 
insulation is not acceptable.

All exposed units shall have exterior panels fabricated 
of not less than 20 gauge galvannealed steel [Provide 
a 16 gauge front panel on exposed units]. The front 
panel shall be attached with quarter turn quick open 
fasteners to allow for easy removal and access for ser- 
vice. [The front panel shall be attached with tamper 
proof fasteners. Side panels shall be removable for 
access to controls and piping within the end pockets].

Top panel shall be removable from fan coil without the 
need to disconnect piping or electrical wiring (FWX/
FWI). The top panel shall be removed through not more 
than
8 screws.

Provide a grille in the return air opening (FLX only). 
[Provide a grille in the return air opening. (FWX, FWI).] 
[Provide a decorative return air opening (FWC).]

All exposed units shall include a recessed stamped 
louver discharge grille. Louver discharge grille shall be 
reverse stamped (FWI only). [Provide an architectural 
grade linear bar discharge grille with a powder coated 
paint finish to match cabinet color.  Liquid coat paint 
shall not be acceptable.]

All concealed units shall have a minimum 1" duct collar
on the discharge.

PAINTED FINISH
All painted cabinet exterior panels shall be finished with 
a heat cured anodic acrylic powder paint of the standard 
factory color.   Liquid coat paint shall not be accept- 
able.

SOUND
Units shall have published sound power level data 
tested in accordance with AHRI Standard 350.

POWER
Units shall not exceed scheduled power consumption.

FAN & MOTOR
Unit fan shall be dynamically balanced, forward curved, 
DWDI centrifugal type constructed of galvanized steel 
for corrosion resistance. Motors shall be high efficiency, 
permanently lubricated sleeve bearing, permanent split- 
capacitor type with UL and CSA listed automatic reset 
thermal overload protection and three separate horse- 
power taps. Shaded pole motors are not acceptable. 
Single speed motors are not acceptable.

[Provide Electronically Commutated (EC) Motor capable 
of operation with low voltage 3 speed thermostat.  Motor 
shall come factory programmed and configured for 3 
speed operation. Each speed shall be manually adjust-
able in the field.  All manual speed adjustments shall 
be stored in non-volatile memory.  Motor shall be 
capable of accepting a 2-10 VDC output from BAS.  
Motor bearings shall be rated for L10-40,000 hours.]

The fan/motor assembly shall be removable and ser-
vice- able through the front panel. Each fan/motor 
assembly shall be fastened by no more than 2 screws. 
The fan/ motor assembly shall be no longer than 44”, 
and shall be easily removable by a single service tech-
nician. The motors shall have quick connectors to allow 
service and removal without the need for tools.

DRAIN PAN
Primary condensate drain pans shall be single wall, 
heavy gauge galvanized steel for corrosion resistance, 
and extend under the entire coil section. Drain pans 
shall be of one piece construction and be positively 
sloped for condensate removal. Drain pan access that 
requires removal of coils is not acceptable.

The primary drain pan shall be externally insulated with 
a fire retardant, elastomeric closed cell foam insulation. 
The insulation shall carry no more than a 25/50 Flame 
Spread and Smoke Developed Rating per ASTM E-84 
and UL 723 and an Antimicrobial Performance Rating 
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of 0, no observed growth, per ASTM G-21. Double wall 
non-corrosive auxiliary drain pan is used for condensate 
from primary drain pan and optional valve packages.

option: Provide a primary drain pan constructed entire- 
ly of heavy gauge stainless steel for superior corrosion 
resistance.

COILS
All cooling and heating coils shall optimize rows to meet 
the specified capacity. Coils shall have seamless cop-
per tubes and shall be mechanically expanded to 
provide an efficient, permanent bond between the tube 
and fin. Minimum copper tube thickness shall be .016” 
[.025”].

Fins shall have high efficiency aluminum [copper] sur- 
face optimized for heat transfer, air pressure drop and 
carryover.  Lanced fins shall not be acceptable.

All coils shall be tested at 325 PSIG air pressure under 
water, and rated for a maximum 300 PSIG working 
pressure at 200°F.  Coils shall be circuited for counter 
flow to maximize unit efficiency.

All water coils shall be designed to connect with ½”
nominal pipe connections.

Coil Casing shall be fabricated from galvanized steel
[stainless steel].

Heating coils shall be furnished in the pre-heat (FW
Only) or re-heat position.

Direct expansion cooling coils shall be factory sealed 
and charged with minimum 25 PSIG nitrogen or refriger- 
ated dry air.

Steam coils shall be standard single tube steam type 
suitable for temperatures above 35°F and 15 PSIG 
steam pressure.

All water coils shall be provided with a manual air vent
fitting to allow for coil venting.

FILTERS
All units shall be furnished with a minimum 1" nominal 
glass fiber throwaway (1” pleated MERV 7) (1” pleated 
MERV 8) (1” pleated MERV 13) filter. Filters shall be 
tight fitting to prevent air bypass. Filters shall be easily 
removable from the return air opening without the need 
for tools (FW Only).

ELECTRICAL
Units shall be furnished with single point power con-
nec- tion.  Provide an electrical junction box for motor 
and other electrical terminations.

Option: Provide 24 VAC fan relay board with 25 VA 
transformer.  Fan relay board designed to operate in 
conjunction with factory provided (field provided) 24 V 
thermostat.  Fan relay board designed to accept 115,
208, 220, 230, or 277 V input power.  Fan relay board 
to be factory installed.

Relay board shall operate with generic thermostat 
designed to control up to three independently energized 
fan speeds.
ELECTRIC HEAT
Furnish an electric resistance heating assembly as an 
integral part of the fan coil unit, with the heating capac- 
ity, voltage and kilowatts scheduled. The heater 
assembly shall be rated for installation on the fan coil 
unit and be located so as not to expose the fan assem-
bly to excessive leaving air temperatures that could
affect motor performance.

The heater and unit assembly shall be listed for zero 
clearance and meet all NEC requirements, and be ETL 
listed with the unit as an assembly in compliance with 
UL/ANSI Standard 1995.

All heating elements on floor mounted units shall be 
finned tubular type.  Elements shall be constructed of 
nickel chromium resistance wire centered in tubes and 
embedded in refractory material. Terminals shall be 
sealed with silicone rubber to protect against moisture. 
Terminals and hardware shall be stainless steel for cor- 
rosion resistance. All internal wiring shall be rated for
105°C minimum.

All heaters shall include over temperature protection 
consisting of an automatic reset primary thermal limit 
and back-up secondary thermal limit. All heaters shall 
be single stage.

Option: Devices used to energize and de-energize 
(switch) electric heat must be totally silent. Magnetic, 
mercury, and/or quiet relays and/or contactors are not 
acceptable.

PIPING PACKAGES
Provide a standard factory assembled valve piping 
pack- age to consist of a 2 or 3-way, on/off, motorized 
electric control valve and two ball isolation valves.
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Control valves shall be piped normally closed to the 
coil. Control valves shall be wired to relay board through 
quick connects to allow service and replacement of 
valves.  Quick connects shall prevent incorrect wiring 
through physical and color coded visual confirmation. 
Maximum entering water temperature on the control 
valve shall be 200°F, and maximum operating pressure 
shall be 300 PSIG.

Unions shall be provided to allow removal of piping 
package from unit without the need for brazing or cutting 
pipe.

Option: Provide 3-wire floating point modulating control 
valve (fail-in-place), in lieu of standard 2-position control 
valve with factory assembled valve piping package.

Option: Provide high pressure close-off actuator for
2-way on/off control valve. Maximum close-off pressure 
is 50 PSIG (1/2"), 25 PSIG (3/4)", or 20 PSIG (1”).

Option: Provide either a fixed or adjustable flow control
device for each piping package.

Option: Provide pressure-temperature ports (P/T) for 
each piping package to allow measurement across the 
coil.

Piping packages shall be completely factory assembled, 
including interconnecting pipe and shipped loose for 
field installation.

Option:  Piping  package  will  be  shipped  factory
installed.

OUTSIDE AIR DAMPER (FW ONLY)
Provide a manual or two position motorized outside air 
damper integral to the unit.

Option: Provide aluminum outside air wall box (FW 
Only) with integral insect screen and weep holes for 
field installation.
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NOTES
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